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PROVISIONED CONFIGURATION FOR
AUTOMATIC WIRELESS CONNECTION

CROSS-REFERENCE TO RELATED
APPLICATIONS

The present application is a continuation-in-part of U.S.
patent application Ser. No. 11/788,371 filed Apr. 18,2007 and
entitled “Dynamic Authentication in Secured Wireless Net-
works,” which claims the priority benefit of U.S. provisional
patent application No. 60/794,625 filed Apr. 24, 2006 and
entitled “Mechanisms and Apparatus to Provide Pre-Shared
Key Authentication with Dynamic Secret on Wireless Net-
works” and U.S. provisional patent application No. 60/796,
845 filed May 2, 2006 and entitled “Mechanisms and Appa-
ratus for Automatic Wireless Connection Based on
Provisioned Configuration.” The disclosures of the aforemen-
tioned applications are incorporated herein by reference.

BACKGROUND OF THE INVENTION

1. Field of the Invention

The present invention generally relates to information net-
work security. More specifically, the present invention relates
to user-friendly systems for configuring wireless devices for
access to restricted wireless networks.

2. Description of Related Art

A variety of user authentication and security measures for
wireless networks have been proposed by a number of pro-
fessional organizations. These professional organizations
include the Institute of Electrical and Electronics Engineers
(IEEE) 802.11 Working Group, the Wi-Fi Alliance, and the
Internet Engineering Task Force (IETF). Various other groups
such as wireless equipment vendors offer their own propri-
etary wireless security protocols. Depending on the particular
source, implementing these protocols has generally been
complicated, difficult to maintain, and requires a high level of
technical knowledge by those implementing a particular pro-
tocol.

Another complication is that each organization may have
specialized needs with respect to security for its wireless
networks. For example, different departments within an orga-
nization may require different protocols. Some individuals,
however, may require access to multiple networks, which
requires that their wireless device be configured with multiple
protocols. Further, some individuals may require access to
particular networks but may not be authorized to access those
networks. As such, many commercial organizations (e.g.,
small- and medium-sized businesses) have difficulties imple-
menting security systems for wireless networks because of
their lack of expertise and/or full-time professional technical
support.

For example, a network administrator may have the requi-
site technical knowledge to implement such security systems
but may have to configure every wireless client station indi-
vidually. This is in addition to instructing each user on how to
configure their wireless device to conform to certain wireless
connection parameters. Further, various technical complica-
tions may arise for users and network administrator personnel
including different wireless devices and interfaces, different
requirements for access, and different restrictions on access.

Notwithstanding the many measures available for securing
a wireless network, implementing any one of these measures
may be complicated, difficult, and/or require extensive main-
tenance. There is, therefore, a need in the art for improved
systems and methods that provide for restricted access to
secured wireless networks that are user-friendly and easily
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maintained without requiring a high degree of technical
expertise and/or ongoing technical support.

SUMMARY OF THE INVENTION

Exemplary systems and methods of the present invention
provide for provisioned configuration of wireless devices to
allow access to restricted wireless networks. Using an open
wireless or wired network, a user of a wireless device may be
authenticated. An executable application, which includes the
parameters and policies of a provisioned configuration, is
generated, transferred to, and executed on the wireless device.
Following configuration by the application, the wireless
device is allowed to access the restricted wireless network
within the parameters and policies of the provisioned con-
figuration as provided through the executable application.

The executable applications providing such provisioned
configurations may be generated based on authentication
information concerning the user and/or the wireless device.
Some embodiments include determining from a provisioned
configuration database which parameters and policies are
associated with the user and/or wireless device. In some
embodiments of the present invention, the application may
provide a plurality of provisioned configurations for the wire-
less device. Each of the plurality of provisioned configura-
tions may include parameters and policies for a plurality of
wireless networks. The executable application may be
capable of configuring a wireless device for access to a variety
of different wireless networks.

Embodiments of the present invention may include sys-
tems for provisioned configuration of wireless devices. Such
systems may include an authentication module, a processor,
and a provisioning module. Some embodiments further
include a provisioned configuration database and/or an appli-
cation generation module.

Some embodiments of the present invention include com-
puter readable storage media and instructions for provisioned
configuration of wireless devices. Some embodiments further
include instructions for generating configuration applications
based on authentication information concerning the user and/
or the wireless device.

BRIEF DESCRIPTION OF FIGURES

FIG. 1 is an illustration of a system for provisioned con-
figuration of wireless devices to access a restricted wireless
network in accordance with an exemplary embodiment of the
present invention.

FIG. 2 is a flowchart illustrating a method for generating a
configuration application in accordance with an exemplary
embodiment of the present invention.

FIG. 3 is a flowchart illustrating a method for wireless
devices to access a restricted wireless network in accordance
with an exemplary embodiment of the present invention.

FIG. 4 is a flowchart illustrating a method for provisioned
configuration of a wireless device to access a restricted wire-
less network in accordance with an exemplary embodiment of
the present invention.

DETAILED DESCRIPTION

Embodiments of the present invention include systems and
methods for user-friendly, low-maintenance configuration of
wireless devices for accessing restricted wireless networks. A
user of a wireless device is allowed to connect to an open
wireless or wired network. After the user is authenticated, an
application may be generated that would allow the wireless
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device to connect to a secured or restricted wireless network.
The application, after being transferred to and executed on the
wireless device, configures the wireless device so that it may
access the restricted wireless network. The configuration,
which may also referred to as a provisioned configuration,
may be based on user information, wireless device informa-
tion, or both. In some embodiments, the application may be
able to configure the wireless device so that it may access a
plurality of wireless networks.

FIG. 1 is an illustration of a system for provisioned con-
figuration of wireless devices to access a restricted wireless
network 160 in accordance with an exemplary embodiment of
the present invention. Authentication server 100, as illus-
trated in FIG. 1, includes an authentication module 110, a
provisioned configuration database 120, an application gen-
eration module 130, a processor 140, a provisioning module
150, and policy management module 180. The authentication
server 100 may be used to maintain security in network 160.
Various client devices, such as wireless workstation 170a,
laptop 1705, and mobile device 170c¢ belong to potential users
of network 160.

A module (or application), as referenced in the present
invention, should be generally understood as a collection of
routines that perform various system-level functions and may
be dynamically loaded and unloaded by hardware and device
drivers as required. The modular software components
described herein may also be incorporated as part of a larger
software platform or integrated as part of an application spe-
cific component.

Authentication module 110 authenticates a user (e.g., lap-
top 1704) and verifies that the user is who they purport to be
and that they are otherwise authorized to access network 160.
The authentication module 110 may be used to verify a user
name and password supplied by the user over a wired or
wireless network. Verification may occur through compari-
son with user names and passwords stored in an authentica-
tion database, which may be independent of or incorporated
into authentication module 110. Once authenticated by
authentication module 110, the user may access data and
perform actions within network 160 based on the user’s secu-
rity clearance level, the parameters of the user’s role in the
organization, as defined by a network administrator, and as
may be further governed by the parameters and policies of a
provisioned configuration. Authentication module 110 may
implement certain authentication policies disclosed in U.S.
patent application Ser. No. 11/788,371 filed Apr. 18,2007 and
entitled “Dynamic Authentication in Secured Wireless Net-
works,” the disclosure of which has previously been incorpo-
rated herein by reference.

Provisioned configuration database 120 stores information
concerning various sets of parameters and policies that may
be used to configure a wireless device for access to network
160. Provisioned configured database 120 may further store
certificates, shared secrets, private keys, and a variety of other
information. These parameters and policies may include
information used to configure a wireless device for connec-
tion to a restricted wireless network and access policies
related to the same, such as a wireless network name, wireless
device parameters, adapter configurations, security-related
parameters, access constraints, quality of service parameters,
security-related parameters, and the like. Provisioned con-
figuration database 120 may further store information con-
cerning the users and/or wireless devices associated with one
or more provisioned configurations.

In an exemplary embodiment, an authenticated user may
request access to a restricted wireless network. A provisioned
configuration associated with that user and/or the wireless
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device belonging to the user may be found by searching
provisioned configuration database 120. Once that provi-
sioned configuration is located and subsequently installed on
the wireless device belonging to the user, the user is allowed
to access the wireless network 160 using the wireless device.
Further, the provisioned configuration restricts the user from
accessing any portion or sub-sets of the network for which the
user is not authorized. Provisioned configuration database
120 may operate in conjunction with and provide provisioned
configuration information to other components of authenti-
cation server 100, including (but not limited to) application
generation module 130, provisioning module 150, and
optional policy management module 180.

In some embodiments, and as referenced above, provi-
sioned configuration database 120 may operate in conjunc-
tion with application generation module 130. Using a provi-
sioned configuration provided by provisioned configuration
database 120, application generation module 130 generates
an application for configuring a wireless device according to
the provisioned configuration. The application may then be
transferred to the wireless device via provisioning module
150 as discussed in further detail herein. The application may
execute automatically, or the application may be manually
executed by the user. Once executed, the application may
survey the wireless device, configure the wireless device,
and/or connect the wireless device to the restricted wireless
network 160. Configuring the wireless device may include
installing any or all of the parameters, policies, and the like
included in the provisioned configuration acquired from data-
base 120. Once configured, the wireless device can access the
wireless network 160 within the parameters and policies of
the provisioned configuration.

Processor 140 is configured to execute a variety of opera-
tions. For example, by using authentication information con-
cerning the user and/or the wireless device, the processor 140
may search provisioned configuration database 120 for a
provisioned configuration that is associated with the user
and/or the wireless device. Processor 140, by executing
instructions and/or applying data sets related to and/or pro-
vided by application generation module 130, may then gen-
erate the aforementioned configuration application. Proces-
sor 140, by executing instructions and/or applying data sets
related to and/or provided by provisioning module 150, may
provide for the transfer of the configuration application to a
wireless device over network 160.

In an exemplary embodiment of the present invention, a
user submits a request for authentication and access to
restricted wireless network 160. The request may include user
information (e.g., user name and password) and/or wireless
device information. Following an optional authentication
operation, processor 140 uses the information from the
request to search provisioned configuration database 120 for
parameters and policies associated with the user and/or wire-
less device. That information concerning the aforementioned
parameters and policies may then be provided to application
generation module 120 for generation of a provisioned con-
figuration application.

Provisioning module 150 is configured to deliver (or allow
for the delivery/transfer) the self-configuring application
generated by the application generation module 130 to a
wireless device. This delivery may occur over an open access
network as part of a wireless download operation. Transfer
may also occur over a wired network. The parameters and
policies, as included in the provisioned configuration, deter-
mine whether a user may access a particular wireless network
and to what extent. For example, a user may be authorized to
access only one wireless network and/or only for certain
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operations. The provisioned access application provided by
provisioning module 150 may implement certain security
and/or access policies disclosed in U.S. patent application
Ser. No. 11/788,371 filed Apr. 18, 2007 and entitled
“Dynamic Authentication in Secured Wireless Networks,”
the disclosure of which has previously been incorporated
herein by reference.

Network 160 may be configured to transmit various elec-
tromagnetic waves, including, for example, radio signals.
Network 160 may be an IEEE 802.11 (Wi-Fi or Wireless
LAN) network, IEEE 802.16 (WiMAX) network, IEEE
802.16¢ network, or the like. Network 160 may convey vari-
ous kinds of information to interface devices, such as client
interface devices 180a-c. Network 160 may be a local, pro-
prietary network or may be a part of a larger wide-area net-
work.

Various subsidiary networks may reside within the realm
of greater network 160 such as peer-to-peer or wireless mesh
networks. Portions of network 160 may be “open”to allow for
provisioning prior to a device being allowed to access
“closed” portions of the same. Network 160, in some embodi-
ments, may include a wired network for devices 170a-c (de-
scribed below) to be authenticated and to download the
executable application with provisioned configuration. Cer-
tain portions of network 160 may be devoted to authentication
and downloading an executable provisioning application
whereas other portions may be dedicated for general wireless
usage.

Client wireless-interface devices 170a-c illustrate a variety
of wireless-capable devices, including desktop computers,
laptop computers, handheld computers, and the like. A user
wishing to access the wireless network 160 through wireless
device 170a, for example, may do so by copying, download-
ing, or otherwise transferring to wireless device 170a a copy
of the application generated by application generation mod-
ule 130 and made available by provisioning module 150. The
application configures wireless device 170a so that wireless
device 170a can access the wireless network 160 within the
parameters of a provisioned configuration. Wireless device
1706 and wireless device 170¢ may be configured in similar
fashion.

Optional policy management module 180 may also be
included as a part of authentication server 100. Policy man-
agement module 180 may be responsible for management
and enforcement of parameters and polices of access for a
device access network 160. The parameters and policies may
include those implemented as a part of the provisioned con-
figuration process. These parameters and policies may further
include what users are allowed to access to particular network
and to what extent (e.g., particular operations, limited access,
etc.). Some wireless networks may implement policy man-
agement and enforcement through a separate server dedicated
to policy management and enforcement.

FIG. 2 is a flowchart illustrating a method 200 for gener-
ating a configuration application in accordance with an exem-
plary embodiment of the present invention. In method 200, a
wireless device is allowed to connect to an open wireless
network. It is then determined whether the user is success-
fully authenticated. If the user is not authenticated, the user
and wireless device are refused access to the restricted wire-
less network. If the user is successfully authenticated, a pro-
visioned configuration associated with the authenticated user
and/or the wireless device is located. An application for con-
figuration of the wireless device based on the provisioned
configuration is generated.

In step 210, an open wireless network is accessed by a
wireless device. The open wireless network is unsecured so
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that an unauthenticated user and/or wireless device belonging
to the user may form a connection. Once the wireless device
is connected to the open wireless network, the user and/or
wireless device may be allowed to perform various opera-
tions, including authentication. Direct wired access may also
occur in step 210.

In step 220, it is determined whether the user has been
successfully authenticated. The user may be authenticated
using authentication module 110 using information from the
user and/or the wireless device. Initial authentication may
include providing a user name and password identifying the
user as a particular user. Determining whether the user is
successfully authenticated may include verifying that the
authentication information from the user and/or wireless
device corresponds with the authentication information from
the authentication database or authentication module 110.

In step 230, the user was not authenticated. This may occur
where the user is not currently authorized to access the
restricted wireless network, the user entered incorrect authen-
ticated information, or the like. If a user cannot be authenti-
cated, the user may not be allowed to access the restricted
wireless network 160.

In step 240, the user has been successfully authenticated.
The authentication information from the user and/or wireless
device may be used to locate the provisioned configuration
associated with the user and/or wireless device. Provisioned
configuration database 120 may be searched and a provi-
sioned configuration associated with the user and/or wireless
device is retrieved.

In optional step 245, certificates, shared secrets (like those
described in co-pending U.S. application Ser. No. 11/788,371
for “Dynamic Authentication in Secured Wireless Net-
works”), and/or private keys may be generated. These certifi-
cates and so forth may be generated by application generation
module 130 or in conjunction with another optional applica-
tion dedicated to certificate generation and so forth.

In step 250, an application including the provisioned con-
figuration is generated by application generation module 130.
This application may include the certificates and so forth
generated in optional step 245. In some embodiments, the
generation operations of step 245 and 250 may be consoli-
dated into a single operation. Using the provisioned configu-
ration located in step 240, application generation module 130
generates an application that, when executed, will configure
the wireless device or another wireless device so that the
wireless device can access restricted wireless network 160
within the parameters and policies for the user and/or wireless
device.

FIG. 3 is a flowchart illustrating a method 300 for wireless
devices to access a restricted wireless network 160 in accor-
dance with an exemplary embodiment of the present inven-
tion. In method 300, a request for access by a wireless device
to the restricted wireless network is received. It is then deter-
mined whether the user is successfully authenticated. If the
user cannot be successfully authenticated, the request for
access is denied. If the user has been successfully authenti-
cated, it is then determined whether the wireless device has a
provisioned configuration that would allow for access to the
restricted wireless network 160. If the wireless device has no
such provisioned configuration, the request for access to the
restricted wireless network 160 is denied. If the wireless
device does have a provisioned configuration allowing for
access, the request is granted. Further, the parameters and
policies of the particular provisioned configuration are
enforced for the user, wireless device, and their operations
within the restricted wireless network.
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In step 310, a request for access to a restricted wireless
network 160 is received from a wireless device belonging to
a user. The request for access may be received through an
open wireless network, a wired connection, or the like.

In step 320, it is determined whether the user has been
successfully authenticated. The determination may be per-
formed in a manner similar to that of step 220. If the deter-
mination is that the user has been successfully authenticated,
the method proceeds to step 330. If the determination is that
the user has not been successfully authenticated, the method
proceeds to step 340.

In step 330, it has been determined that the user was not
successfully authenticated and the request for access to the
restricted wireless network 160 is rejected. This may occur
where the user is not currently authorized to access the
restricted wireless network, the user entered incorrect authen-
ticated information, or the like. Rejection of the access
request may include terminating the connection, enforcing
various security measures (e.g., identifying the illicit or unau-
thorized access attempt by date, time, and indicia of the user
attempting access), or the like.

In step 340, it has been determined that the user was suc-
cessfully authenticated. It is then determined whether the
wireless device is configured for access to the restricted wire-
less network. The determination may be made by surveying
the wireless device, information from the authentication
request, comparing the configuration of the wireless device
with the provisioned configuration in provisioned configura-
tion database 120, or the like. If the wireless device has been
configured for access to the restricted wireless network 160,
the method proceeds to step 350. If it is determined that the
wireless device is not configured, the method proceeds to step
330. Determinations made in step 350 may utilize those tech-
niques disclosed in U.S. patent application Ser. No. 11/788,
371 filed Apr. 18, 2007 and entitled “Dynamic Authentication
in Secured Wireless Networks,” the disclosure of which has
previously been incorporated herein by reference.

In step 350, the wireless device has been determined to
have been configured for access to the restricted wireless
network 160, and the request for access is granted. In some
embodiments, the wireless device may be automatically con-
nected to the restricted wireless network 160. Alternatively,
the connection may be made manually.

In step 360, access by the wireless device to restricted
wireless network 160 is governed by the parameters and
policies of the provisioned configuration. Optional policy
enforcement module 180 may enforce those parameters and
policies, so that the user may only access the network or
networks for which the user is authorized.

FIG. 4 is a flowchart illustrating a method for provisioned
configuration of a wireless device to access a restricted wire-
less network 160 in accordance with an exemplary embodi-
ment of the present invention. A wireless device belonging to
auser is allowed to connect to an open wireless network. The
user is authenticated. Using information from authentication,
a configuration application is generated. The application is
then transferred to the wireless device. The application pro-
vides a provisioned configuration for the wireless device.
Once the wireless device is configured, the wireless device
may be allowed to access the restricted wireless network 160.

In step 410, the wireless device belonging to the user is
allowed to access an open wireless network. The connection
to the open wireless network may be similar to that of step
210. Also like step 210, direct wired access may be provided.

In step 420, the user is authenticated using authentication
module 110. Authentication of the user and/or wireless device
may occur by comparing various information such as user
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names and passwords against information in an authentica-
tion database or authentication module 110. Techniques dis-
closed in U.S. patent application Ser. No. 11/788,371 filed
Apr. 18, 2007 and entitled “Dynamic Authentication in
Secured Wireless Networks,” the disclosure of which has
previously been incorporated herein by reference, may also
be utilized.

In step 430, an application including the provisioned con-
figuration is generated by application generation module 130.
The generation of the application may occur similarly to the
generation of the application in step 250.

In step 440, the application is transferred to the wireless
device via provisioning module 150. The application may be
copied, downloaded, or otherwise transferred to the wireless
device. In some embodiments, the application may be auto-
matically transferred to the wireless device after the applica-
tion is generated in step 430. Alternatively, the application
may be made available for the user to copy, download, or
otherwise transfer over the open wireless network. The appli-
cation may also be provided as a part of a computer-readable
medium such as an installation CD or via portable flash
memory cards.

In step 450, the application as provided by provisioning
module 150 is executed and provides a provisioned configu-
ration for the wireless device to access restricted wireless
network 160. The application transferred in step 440 may be
executed automatically or by the user to install the provi-
sioned configuration, including the various parameters and
policies associated with the user and/or wireless device. After
the provisioned configuration is installed, the wireless device
becomes capable of accessing the restricted wireless network
160

In step 460, the wireless device connects to and accesses
the restricted wireless network 160. The wireless device may
be connected to the restricted wireless network 160 either
automatically or manually. The access to restricted wireless
network 160 is governed by the parameters and policies of the
provisioned configuration installed on the wireless device
and other security measures as may be implemented server-
side to maintain to the security of the network 160. Param-
eters and polices may be enforced by policy management
module 180.

While the present invention has been described in connec-
tion with a series of preferred embodiment, these descriptions
are not intended to limit the scope of the invention to the
particular forms set forth herein. To the contrary, the present
descriptions are intended to cover such alternatives, modifi-
cations, and equivalents as may be included within the spirit
and scope of the invention as defined by the appended claims
and otherwise appreciated by one of ordinary skill in the art.

What is claimed is:
1. A method for provisioned configuration of a wireless
device, the method comprising:

authenticating a user of the wireless device at an authenti-
cation server;,

identifying a set of parameters and policies associated with
the user and the wireless device, the set of parameters
and policies identified from a provisioned configuration
database in memory that stores a plurality of parameters
and policies;

generating an executable application based on authentica-
tion information regarding the user and provided by the
wireless device, the generated executable application
being executable to install the identified set of param-
eters and policies, wherein the executable application is
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generated through execution of an application genera-
tion module stored in memory at the authentication
server;

transferring the executable application from the authenti-

cation server to the wireless device, wherein execution
of'the executable application by the wireless device con-
figures the wireless device for access to a restricted
wireless network, wherein the configuration includes
installing at the wireless device the identified set of
parameters and policies governing access by the user
and the wireless device to the restricted wireless net-
work; and

restricting access of the wireless device to the restricted

wireless network at the authentication server, wherein
access to the restricted wireless network is allowed
based on at least the set of parameters and policies
installed on the wireless device as a part of the wireless
device configuration by the executable application.

2. The method of claim 1, wherein the configuration further
includes a certificate.

3. The method of claim 1, wherein the configuration further
includes a shared secret.

4. The method of claim 1, wherein the configuration further
includes a private key.

5. The method of claim 1, wherein authenticating the user
of'the wireless devices occurs over an open wireless network.

6. The method of claim 1, wherein authenticating the user
of the wireless device occurs over a wired network.

7. The method of claim 1, wherein the authentication infor-
mation is associated with provisioned configuration informa-
tion in a provisioned configuration database.

8. The method of claim 1, further comprising associating
the configuration settings for the wireless device with the
authentication information in a provisioned configuration
database.

9. The method of claim 1, wherein the authentication infor-
mation comprises information concerning the user.

10. The method of claim 1, wherein the authentication
information comprises information concerning the wireless
device.

11. The method of claim 1, wherein the executable appli-
cation includes a plurality of configuration settings for the
wireless device.

12. The method of claim 11, wherein each of the plurality
of configuration settings includes parameters and policies for
a different restricted wireless network.

13. The method of claim 11, wherein each of the plurality
of configuration settings includes a certificate.

14. The method of claim 11, wherein each of the plurality
of configuration settings includes a shared secret.

15. The method of claim 11, wherein each of the plurality
of configuration settings includes a private key.

16. A system for provisioned configuration of a wireless
device, the system comprising:

an authentication module stored in memory and executable

by a processor to authenticate a user of the wireless
device;

aprovisioned configuration database stored in memory and

including a provisioned configuration for the wireless
device, the provisioned configuration based on at least
authentication information identified by the execution of
the authentication module, wherein the provisioned con-
figuration includes parameters and policies for installa-
tion in the wireless device, the parameters and policies
governing access to a restricted wireless network; and
an application generation module stored in memory at an
authentication server and executable by the processor to:
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identify a set of parameters and policies associated with
the user and the wireless device, the set of parameters
and policies identified from the provisioned configu-
ration database;

generate an executable application for the wireless
device based on authentication information regarding
the user and provided by the wireless device, the
executable application being executable by the wire-
less device to configure the wireless device for access
to the restricted wireless network based on at least the
provisioned configuration, wherein the configuration
includes installing at the wireless device the identified
set of parameters and policies governing access by the
user and the wireless device to the restricted wireless
network, wherein access to the restricted wireless net-
work is allowed based on at least the set of parameters
and policies.

17. The system of claim 16, wherein the authentication
information comprises information concerning the user.

18. The system of claim 16, wherein the authentication
information comprises information concerning the wireless
device.

19. The system of claim 16, wherein the provisioned con-
figuration database is further configured to store information
concerning a plurality of parameters and policies of access to
restricted wireless networks, associations with users, and
associations with wireless devices.

20. The system of claim 16, wherein the provisioned con-
figuration database is further configured to store information
concerning certificates.

21. The system of claim 16, wherein the provisioned con-
figuration database is further configured to store shared
secrets.

22. The system of claim 16, wherein the provisioned con-
figuration database is further configured to store private keys.

23. The system of claim 16, further comprising a provi-
sioning module stored in memory and executable by a pro-
cessor to deliver the generated executable application to the
wireless device over a communications network.

24. The system of claim 23, wherein the communications
network is an open wireless network.

25. The system of claim 23, wherein the communications
network is a wired network.

26. The system of claim 23, wherein the executable appli-
cation is executable to provide a plurality of provisioned
configurations.

27. The system of claim 26, wherein each of the plurality of
provisioned configurations includes parameters and policies
for a different restricted wireless network.

28. A non-transitory computer-readable storage medium
having embodied thereon a program, the program being
executable by a computer processor to perform a method for
provisioned configuration of a wireless device, the method
comprising:

authenticating a user of the wireless device;

identifying a set of parameters and policies associated with

the user and the wireless device, the set of parameters
and policies identified from a provisioned configuration
database in memory that stores a plurality of parameters
and policies;

generating an executable application based on authentica-

tion information regarding the user and provided by the
wireless device, the generated executable application
being executable to install the identified set of param-
eters and policies, wherein the executable application is
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generated through execution of an application genera-
tion module stored in memory at the authentication
server;

transferring the executable application to the wireless
device, wherein execution of the executable application 5
by the wireless device configures the wireless device for
access to a restricted wireless network, wherein the con-
figuration includes installing at the wireless device the
identified set of parameters and policies governing
access by the user and the wireless device to the 10
restricted wireless network; and

restricting access of the wireless device to the restricted
wireless network based on at least the set of parameters
and policies installed on the wireless device as a part of
the wireless device configuration by the executable 15
application.
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